Aprt. 974 YrnoBou TepMOpeErynupyroLwmm BEHTUIb
C PYYHbIM U TEPMOCTaTUYECKUM yrnpaBfeHuem

OYHKIINA
YrnoBoil TEpMOPEryJIUPYIOMIUN BEHTUIb MPEIHAa3HAUEH ISl PErYIUPOBAHUS

TEIUIOBOTO PEKKMMa OTOMUTEILHOIO MPUOOpa MyTeM M3MEHEHUS KOJIMYECTBA
TEIUIOHOCUTENE OT HYJS JO0 BEIMYMHBI, KOTOpas OINpPENCICHA JIAaHHBIM
HAaCTPOCYHBIM BEHTWJIEM. TakoW TWPUHIUI PEryJIMPOBAHHUS I103BOJIIET
MPOU3BOANTH TUIABHYIO PETYJIMPOBKY W CHIDKATh IIyMbl, BOSHHKAIOIINE B
CHUCTEME OTOIUICHUS TIPU JBHXKCHUU TEIIOHOCUTEIS.

Jlst TaHHOTO BEHTHIIS BO3MOXHA YCTAHOBKA TEPMOCTATUYECKOMN TOJIOBKU WU
CEPBONPHUBOA JIEKTPOTEPMUYECKOT0 ¢ pe3bboii 28x1,5. BenTunb ocHareH
3aMaTeHTOBAHHBIM MATPYOKOM «aHTHIIPOTEUKA.

Bentune ICMA BBINIOJHEH M3 BBICOKOKAYECTBEHHOTO MaTepualia, KOPITYC
BEHTHWJIS BBITIOJIHEH M3 BBICOKOKAUECTBEHHOM TrOpsAYCIITAMIIOBAHHOW JIATYHH,
Hapy»XHOE IMOKPBITHE — HUKEIIMPOBAHHUE.

Pydka BeHTWJS BBINIOJIHEHA M3 YAApONPOYHOrO TMOJMUCTHpOia. Pa3mepsl
MOJIKITIOYCHHUS BBITyCKaeMbIX BeHTHieh: 3/8 — 1/2 — 3/4”.

MakcuManbHas Temrneparypa ucnoiabs3zoBanus — T=110°C.

ICME--

\\WWecrrologia per il riscaldamento —

IMPOAYKIIUA
Apm 974 Pazmep
82974AC06 G3/8” BuyrpenHsist pe3nda
82974AD06 G1/2” Buyrpennsist pe3noa
82974AE06 G3/4” Buyrpennsis pe3pda (0e3 marpyoka «aHTUIIPOTEUKA)
TEXHUYECKUE XAPAKTEPUCTUKUA
Kopmyc: Jlaryur CW617N — UNI EN 12165
Tok: Jlarynr CW614N — UNI EN 12164
[Marpy6ox: Jlarynr CW614N — UNI EN 12164
laiika: Jlarynr CW614N — UNI EN 12164
[Tpoknanku: NBR
[Mpumenenwue: Cucrema OTOTUICHHUS
MakcumanabHOe pabodee JaBlIeHHE: 10 Bar

T'aGapuTHbIE pa3Mepsbl
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tecnologia per il riscaldamento

Art. 970 -972 - 974

CARATTERISTICHE FLUIDODINAMICHE - DIAGRAMMA DI PERDITA DI CARICO
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